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Degree in Civil Engineering uc

Civil Engineering School of Santander

UNIVERSIDAD
DE CANTABRIA

Week 8. EXIT LANE. BASIC LINE TRANSITION SUBASSEMBLY

FRIDAY WEEK 8

(THIS CONTINUES FROM LAST TUESDAY’S WORK. YOU CAN START FROM THE FILE
W8FR1.DWG, PROVIDED IN AULA VIRTUAL, WEEKS, FRIDAY)

REDEFINING CORR1.

1. Create three new assemblies as they are defined in fig. 1 and 2.

=2 Assemblies
87 ALL-ASL
=-en”  Baseline
-7 Left
E, ¥ Basiclane
E d BasicSideSlopeCutDitch
=-cfl”  Right
E, ¥ Basiclane
E‘ v BasicSideSlopeCutDitch
=-&7  AL-AS2
=-ep”  Baseline
2 fh”  Left
E, ¥ Basiclane
E, d BasicSideSlopeCutDitch
=-cfl”  Right
E, ¥ Basiclane
E, ¥ Basiclane
B 7 BasicSideSlopeCutDitch
=-&87  AL-AS3
=-ep”  Baseline
E-Eh”  Left
E, ¥ Basiclane
B 7 BasicSideSlopeCutDitch
=-cp]”  Right

E, ¥ BasicLaneTransition

Fig. 1. Definition of AL1-AS1, AS2 and AS3 from PROSPECTOR.

Fig. 2. AL1-AS1, AS2 and AS3 in the drawing area.
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2. Redefine CORR1 according to the new regions established on fig. 3 and 4.

A Corridor Properties - CO

[Information | Parameters 'Codes | [Feature Lines ||surfaces |Boundaries ||Slope Patterns |
@O Add Baseine ] Set al Frequendes ] ( Setall Targets ]
Name Alignment Profile Assembly Start Station End Station Frequency Target Overrides
-ep” BL-ALL-(3) AL LAYOUT-PROF-ALL 0+000.00m 0+507.09m [+ [
1 REG1 ALL-ASL 0+000.00m I 0+100.01m =] [ =]
&7 REG2 ALL-AS2 0+100.01m 0+140.00m [ = =
&7 REG3 ALL-AS3 0+140.00m 0+247.92m [+ ] ]
[0 REG4 ALL-ASL 0+247.92m R} 0+507.09m [ [ [

Fig. 3. Regions, assemblies, frequencies in new CORR1.

Target Object Name Subassembly Assembly Group
= Surfaces <Click here to set all>
- Target Surface SURF1 BasicSideSlopeCutDitch  Left
- Target Surface SURF1 BasicSideSlopeCutDitch  Right

i Width or Offset Targets

Slope or Elevation Targets

Fig. 4. Targets in region REG1, 2 and 4.

Assembly name: Start Station: End Station:
AL1-AS3 0+140.00 04247.92
Target Object Name Subassembly Assembly Group
‘ [=- Surfaces <Click here to set all>
. ' Target Surface (RSURFL  BasicSideSlopeCutDitch  Left
9 Width or Offset Targets
- L. Transition Alignment "" 3DPolyline- 1 BasicLaneTransition Right

EI- Slope or Elevation Targets

‘.. Transition Profile "?‘@ 3DPolyline-1 BasicLaneTransition Right

Fig. 5. Targets in region 4.

REMARK: the left fill slope remains as usual. The right one is not attached to a surface but to
the polyline we obtained some days before, in the last Friday’s practical class. Moreover, this
attachment is constraining both the alignment and the profile. The effect is that the transition
lane is not anymore conditioned by its slope value; it must finish over the polyline. This matter
will be explained in the class.
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3. The redefinition in CORR1 is not finished yet: go to the properties of the
BasicLineTransition in ASSEMBLY AL1-AS3. Modify the one related to the type of
transition, checking that the option is the one marked in fig. 6.

Subassembly - W oo o

Information =
Name BasicLaneTransition
Description =]

Show Tooltips Yes

General
True Color W Bylayer
Layer B C-ROAD-ASSM
Linetype —— Bylayer
Linetype scale 1.000
Plot style 3y
Lineweight —— Bylayer
Hyperlink

Data
Code Set Style All Codes
Default Loop In Layout... Last
Default Loop Offset In... 10.000

Geometry Generate M... .NET

.NET Class Name Subassembly.BasicLaneTran...
.NET Assembly Name C:\ProgramData\Autodesk\...

ADVANCED -
Parameters =
Version
Side
Insertion Point
Crown Point on Inside
Default Width 3.600m
Depth 0.200m
Default Slope -2.00%
Transition Change offset and elevat... ~
Hold offset and elevation
Hold elevation, change offset
Hold grade, change offset
Hold offset, change elevation
Change offset and elevation

Fig. 6. Changing OFFSET and ELEVATION in AL1-AS3’s BasicTransitionLine.
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4. Now rebuild the corridor CORR1. It will look like the one shown in fig. 7. Almost the
first half of our work is done.

Fig. 7. CORR1 redefined.
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5. As CORR1 has been redefined, the old associated surface CORR1 — (1) must be
removed and a new associated CORR1 — (2) has to be created.

6. CORR2 needs to be redefined in a similar way. Define assemblies AL2-AS1 and 2 as
shown in fig. 8.

B R Assemblies

B &7 ALl-ASL
w-gR7  ALL-AS2
w-g”  ALL-AS3
=-ER7  AL2-As1
éi-vC\: 7  Baseline
= [C}JV Left
E] 7 BasicLaneTransition
=-ch]”  Right
E] ”  Basiclane
Y BasicSideSlopeCutDitch
=7 ALR2-AS2
=2 -gm 7 Baseline
ol Right
E =8 ”  Basiclane
- “B" BasicSideSlopeCutDitch
27 Left

‘B Y BasicSideSlopeCutDitch

Fig. 8. New assemblies in CORR2.
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7. Regions in CORR2 need to be redefined as well, as shown in fig. 9.

[tnformation | Parameters 'Codes | Feature Lines ||Surfaces |[Boundaries ||Slope Patterns |

@ [ Add Baseline ] [ Set all Frequencies ] [ Setall Targets
Name Alignment Profile Assembly Start Station End Station Frequency Target Overrides
5o I o Yo o I o o I | - I
REGL AL2-ASL 0+000.00m 0+107.64m 4.000m [+ [+
&"” ¥ E kS ]
REG3 (1) AL-AS2 0+107.64m "} 0+137.19m "3 4.000m =]
o gl - =)
7 [V REG3 AL2-AS2 0+137.19m "} 0+256.37m " 20.000m [
B 1 L, e
Corridor name:
.ORR2| '
Assembly name: Start Station: End Station: |
AL2-AS1 0+000.00 0+107.64
Target Object Name Subassembly Assembly Group
(- Surfaces <Click here to set all>
- Target Surface SURF1 BasicSideSlopeCutDitch  Right
=~ Width or Offset Targets
- Transition Alignment *@ 3DPolyline- 1 BasicLaneTransition Left
(- Slope or Elevation Targets
- Transition Profile 3DPolyline-1 BasicLaneTransition Left
e 2 22 2 222 e
Corridor name:
ORR2
Assembly name: Start Station: End Station:
AL2-AS2 0+107.64 0+137.19
Target Object Name Subassembly Assembly Group
=) Surfaces <Click here to set all>
i Target Surface ﬁ SURF1 BasicSideSlopeCutDitch  Right
i Target Surface f&] CORR1 - (2) BasicSideSlopeCutDitch  Left
- Width or Offset Targets
i Slope or Elevation Targets
s rovors N e
Corridor name:
Assembly name: Start Station: End Station:
AL2-AS2 0+137.19 0+4256.37
Target Object Name Subassembly Assembly Group
(- Surfaces <Click here to set all>
Target Surface SURF1 BasicSideSlopeCutDitch  Right
- Target Surface fﬁ SURF1 BasicSideSlopeCutDitch  Left
Width or Offset Targets
i Slope or Elevation Targets

Fig. 9. New regions and targets in CORR2.

8. Asin point 3, the BasicLineTransition again needs it property of Transition to be
established as Change OFFSET and ELEVATION.
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9. After which, CORR2 can be rebuilt. The result will be as in fig. 10.

Fig. 10. Designing an exit lane.

A simplified procedure for designing an exit lane has been developed. Fortunately, an
unexpected problem has appeared in Region2 of CORR2. See fig. 11. Analyze and propose how
to solve the problem... and solve it.

Fig. 11.
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